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IN THE CLAIMS 

Please cancel claims 1-35 without prejudice. 
Please add new claims 36-78 as follows: 

36. (New) A docking station for a portable computer, the docking station comprising: 

a housing including a first surface and a second surface adjacent the first surface; and 
an electrical interface supported by the housing and configured to electrically couple 
the docking station and the portable computer, 

wherein the electrical interface is movable between a first position and a second 
position angularly displaced from the first position, wherein the electrical interface is oriented 
substantially perpendicular to the first surface when in the first position and oriented 
substantially perpendicular to the second surface when in the second position. 

37. (New) The docking station of claim 36, wherein the first position includes a 
substantially horizontal position and the second position includes a non-horizontal position. 

38. (New) The docking station of claim 36, wherein the first surface of the housing is 
substantially vertical and the second surface of the housing is angled relative to the first 
surface. 

39. (New) The docking station of claim 36, wherein the electrical interface of the 
docking station is configured to mate with a corresponding electrical interface of the portable 
computer to electrically couple the docking station and the portable computer. 

40. (New) The docking station of claim 39, further comprising: 

an undocking system adapted to displace the portable computer relative to the housing 
when the docking station and the portable computer are electrically coupled. 
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41. (New) The docking station of claim 40, wherein the undocking system includes at 
least one ejector adapted to project from the housing and contact the portable computer when 
the docking station and the portable computer are electrically coupled. 

42. (New) The docking station of claim 36, wherein the housing includes a first housing 
portion and a second housing portion supporting the first housing portion, the first housing 
portion supporting the electrical interface and being movable relative to the second housing 
portion to establish the first position and the second position of the electrical interface. 

43. (New) The docking station of claim 42, wherein the first housing portion is rotatable 
relative to the second housing portion to establish the first position and the second position of 
the electrical interface. 

44. (New) The docking station of claim 42, wherein the electrical interface constitutes a 
first electrical interface supported by the first housing portion, and further comprising: 

a second electrical interface supported by the second housing portion and electrically 
coupled to the first electrical interface, 

wherein the second electrical interface is configured to electrically couple a peripheral 
device with the docking station. 

45. (New) The docking station of claim 36, wherein the housing includes a first electrical 
port and a second electrical port angularly displaced from the first electrical port, wherein the 
electrical interface is selectively positionable in the first electrical port and the second 
electrical port to establish the first position and the second position of the electrical interface. 

46. (New) The docking station of claim 45, wherein the electrical interface constitutes a 
first electrical interface supported by the housing, and further comprising: 

a second electrical interface supported by the housing and electrically coupled with 
the first electrical port and the second electrical port, 

wherein the second electrical interface is configured to electrically couple a peripheral 
device with the docking station. 
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47. (New) A method of docking a portable computer including an electrical interface 
with a docking station including a housing and an electrical interface supported by the 
housing, the housing including a first surface and a second surface adjacent the first surface, 
the method comprising: 

moving the electrical interface of the docking station between a first position and a 
second position angularly displaced from the first position, including orienting the electrical 
interface substantially perpendicular to the first surface of the housing when in the first 
position and orienting the electrical interface substantially perpendicular to the second 
surface of the housing when in the second position; and 

electrically coupling the electrical interface of the portable computer with the 
electrical interface of the docking station. 

48. (New) The method of claim 47, wherein moving the electrical interface of the 
docking station between the first position and the second position includes moving the 
electrical interface between a substantially horizontal position and a non-horizontal position. 

49. (New) The method of claim 47, further comprising: 

undocking the portable computer from the docking station after electrically coupling 
the electrical interface of the portable computer with the electrical interface of the docking 
station, including displacing the portable computer relative to the housing of the docking 
station. 

50. (New) The method of claim 49, wherein displacing the portable computer relative to 
the housing of the docking station includes contacting the portable computer with at least one 
ejector. 

51. (New) The method of claim 47, wherein the housing of the docking station includes a 
first housing portion supporting the electrical interface of the docking station and a second 
housing portion supporting the first housing portion, wherein moving the electrical interface 
of the docking station between the first position and the second position includes moving the 
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first housing portion relative to the second housing portion to establish the first position and 
the second position of the electrical interface. 

52. (New) The method of claim 51, wherein moving the first housing portion relative to 
the second housing portion includes rotating the first housing portion relative to the second 
housing portion to establish the first position and the second position of the electrical 
interface. 

53. (New) The method of claim 47, wherein the housing of the docking station includes a 
first electrical port and a second electrical port angularly displaced from the first electrical 
port, wherein moving the electrical interface of the docking station between the first position 
and the second position includes selectively positioning the electrical interface of the docking 
station in the first electrical port and the second electrical port to establish the first position 
and the second position of the electrical interface. 

54. (New) A computer system, comprising: 

a docking station including a housing and an electrical interface supported by the 
housing, wherein the electrical interface of the docking station is movable between a first 
position and a second position angularly displaced from the first position, and is oriented 
substantially perpendicular to a first surface of the housing when in the first position and 
oriented substantially perpendicular to a second surface of the housing adjacent the first 
surface of the housing when in the second position; and 

a portable computer including an electrical interface configured to mate with the 
electrical interface of the docking station and electrically couple the portable computer with 
the docking station. 

55. (New) The computer system of claim 54, wherein the first position includes a 
substantially horizontal position and the second position includes a non-horizontal position. 
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56. (New) The computer system of claim 54, wherein the docking station further includes 
an undocking system adapted to displace the portable computer relative to the housing of the 
docking station when the portable computer is electrically coupled with the docking station. 

57. (New) The computer system of claim 54, wherein the housing portion of the docking 
station includes a first housing portion and a second housing portion supporting the first 
housing portion, the first housing portion supporting the electrical interface of the docking 
station and being movable relative to the second housing portion to establish the first position 
and the second position of the electrical interface of the docking station. 

58. (New) The computer system of claim 57, wherein the first housing portion is 
rotatable relative to the second housing portion to establish the first position and the second 
position of the electrical interface of the docking station. 

59. (New) The computer system of claim 54, wherein the housing of the docking station 
includes a first electrical port and a second electrical port angularly displaced from the first 
electrical port, wherein the electrical interface of the docking station is selectively 
positionable in the first electrical port and the second electrical port to establish the first 
position and the second position of the electrical interface of the docking station. 

60. (New) The computer system of claim 54, wherein the electrical interface of the 
portable computer is provided on a side of the portable computer, wherein the electrical 
interface of the portable computer is configured to mate with the electrical interface of the 
docking station when the electrical interface of the docking station is in the first position. 

61 . (New) The computer system of claim 54, wherein the electrical interface of the 
portable computer is provided on a bottom of the portable computer, wherein the electrical 
interface of the portable computer is configured to mate with the electrical interface of the 
docking station when the electrical interface of the docking station is in the second position. 

62. (New) A docking station for a portable computer, the docking station comprising: 
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a housing including a first housing portion and a second housing portion supporting 
the first housing portion, the first housing portion having a surface and the second housing 
portion having two adjacent surfaces; and 

an electrical interface supported by the first housing portion and configured to 
electrically couple the docking station and the portable computer, 

wherein the first housing portion is movable relative to the second housing portion to 
establish a first position of the electrical interface and a second position of the electrical 
interface angularly displaced from the first position, and 

wherein the surface of the first housing portion coincides with one of the two adjacent 
surfaces of the second housing portion when the electrical interface is in the first position and 
coincides with another of the two adjacent surfaces of the second housing portion when the 
electrical interface is in the second position. 

63. (New) The docking station of claim 62, wherein the first position includes a 
substantially horizontal position and the second position includes a non-horizontal position. 

64. (New) The docking station of claim 62, wherein the electrical interface is oriented 
substantially perpendicular to one of the two adjacent surfaces of the second housing portion 
when in the first position and oriented substantially perpendicular to another of the two 
adjacent surfaces of the second housing portion when in the second position. 

65. (New) The docking station of claim 62, wherein the electrical interface of the 
docking station is configured to mate with a corresponding electrical interface of the portable 
computer to electrically couple the docking station and the portable computer. 

66. (New) The docking station of claim 65, further comprising: 

an undocking system adapted to displace the portable computer relative to the housing 
when the docking station and the portable computer are electrically coupled. 
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67. (New) The docking station of claim 66, wherein the undocking system includes at 
least one ejector adapted to project from the housing and contact the portable computer when 
the docking station and the portable computer are electrically coupled. 

68. (New) The docking station of claim 62, wherein the first housing portion is rotatable 
relative to the second housing portion to establish the first position and the second position of 
the electrical interface. 

69. (New) The docking station of claim 62, wherein the electrical interface constitutes a 
first electrical interface supported by the first housing portion, and further comprising: 

a second electrical interface supported by the second housing portion and electrically 
coupled to the first electrical interface, 

wherein the second electrical interface is configured to electrically couple a peripheral 
device with the docking station. 

70. (New) The docking station of claim 69, wherein the first electrical interface is 
electrically coupled to the second electrical interface by an electrical circuit. 

71. (New) The docking station of claim 70, wherein the electrical circuit includes a 
flexible wire connector having a first end electrically coupled with the first electrical 
interface and a second end electrically coupled with the second electrical interface. 

72. (New) The docking station of claim 70, wherein the electrical circuit includes a first 
electrical contact electrically coupled with the first electrical interface and a second electrical 
contact electrically coupled with the second electrical interface and configured to contact the 
first electrical contact. 

73. (New) A method of docking a portable computer including an electrical interface 
with a docking station including a housing having a first housing portion and a second 
housing portion supporting the first housing portion and an electrical interface supported by 
the first housing portion, the method comprising: 
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moving the electrical interface of the docking station between a first position and a 
second position angularly displaced from the first position, including moving the first 
housing portion relative to the second housing portion, and coinciding a surface of the first 
housing portion with one of two adjacent surfaces of the second housing portion when the 
electrical interface is in the first position and coinciding the surface of the first housing 
portion with another of the two adjacent surfaces of the second housing portion when the 
electrical interface is in the second position; and 

electrically coupling the electrical interface of the portable computer with the 
electrical interface of the docking station. 

74. (New) The method of claim 73, wherein moving the electrical interface of the 
docking station between the first position and the second position includes moving the 
electrical interface between a substantially horizontal position and a non-horizontal position. 

75. (New) The method of claim 73, wherein moving the electrical interface of the 
docking station between the first position and the second position includes orienting the 
electrical interface substantially perpendicular to one of the two adjacent surfaces of the 
second housing portion when in the first position and orienting the electrical interface 
substantially perpendicular to another of the two adjacent surfaces of the second housing 
portion when in the second position. 

76. (New) The method of claim 73, further comprising: 

undocking the portable computer from the docking station after electrically coupling 
the electrical interface of the portable computer with the electrical interface of the docking 
station, including displacing the portable computer relative to the housing of the docking 
station. 

77. (New) The method of claim 76, wherein displacing the portable computer relative to 
the housing of the docking station includes contacting the portable computer with at least one 
ejector. 
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78. (New) The method of claim 73, wherein moving the first housing portion relative to 
the second housing portion includes rotating the first housing portion relative to the second 
housing portion to establish the first position and the second position of the electrical 
interface. 
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